Appendices: Score-based Source Separation with
Applications to Digital Communication Signals

Contents

A

Broader Impact

A.l Regarding the Proposed a-RGS Method . . . . . . ... ... ..
A.2 Regarding Applications to RF Systems . . . . . . ... ... ...

Additional Characterizations of a-RGS

B.1 Multivariate Normal Sources . . . . . .. ... ... ... ....
B.2 Tweedie’s Formula and Digital RF Sources . . . . ... ... ..

B.3 Gaussian Mixture Source Model . . . . . . ... ... ... ...

Datasets

C.1 Terminology . . . . . . . . . . e
C.2 Synthetic and Over-the-air RF Datasets . . . . . ... ... ...

Diffusion Models for RF Signals

D.1 RRC-QPSK . . . . . . . . .
D.2 OFDM (BPSKandQPSK) . . ... ... ... .. ........
D.3 CommSignal2 . . . . . .. ... ...

Classical RF Interference Mitigation Techniques

E.1 MatchedFiltering . . . . . ... ... ... ... .. ... ....
E2 LMMSEEstimation. . . . . ... .. ... ... .........

BASIS for RF Source Separation

Complete Results

[\

wm A W N

10
11
11
12

13
13
14

15

18



A Broader Impact

A.1 Regarding the Proposed a-RGS Method

Contribution and Distinction from Existing Works. Our method is in the effort of i) using score-
based/diffusion-based methods beyond sampling, and to solve inverse problems, and ii) developing
source separation strategies with a focus on sources with underlying discrete properties, which may
make it differ from existing works where the usual goal is to obtain perceptually close solutions,
which is not a good criterion in the RF domain.

Scalable Approach to Source Separation with Pre-Trained Models. An attractive property of
our method is that by using pre-trained models as independent priors, we minimize the need for
expensive compute resources to retrain models to tackle different scenarios/different mixture settings.

Trade-off in Computation Time. While the training time is reduced, the inference computation
time is as of now longer than other methods (e.g., end-to-end training with mixtures as inputs and
SOIs as desired outputs), thus making it unsuitable for real-time operation. As we discuss about its
potential use for applications, speeding up the algorithmic aspects of the operation is essential in
furthering this method towards practical applications.

Ethical Considerations of our Work. The intersection between generative Al and RF signals is a
nascent field and hence, their ethical implications have been less explored. Nevertheless, we believe
that this is an area that requires special attention to address issues such as malicious parties learning
and spoofing, among others. While these are not the focus and the intent of our work, we believe that
works in security in this space are actively exploring such problems.

Privacy Considerations with Generative Models. Where privacy and sensitive information is
concerned, our work solely focuses on synthetic and public datasets. No sensitive transmissions have
been captured, and therefore learned, by our generative models.

A.2 Regarding Applications to RF Systems

Novelty, Relevance and Timeliness. To the best of our knowledge, this is the first work that uses
score-based methods for physical layer transmission in digital communication systems. The interfer-
ence mitigation problem has significant relevance to enabling reliable operations in next-generation
wireless systems. With the growth of heterogeneous wireless networks, there is overcrowding and
growing scarcity of wireless spectrum. This work explores interference mitigation solutions with the
goal of enabling efficient sharing of the finite resources to allow growth of the wireless ecosystem in
a sustainable way.

Proof-of-Concept Exploration. Our work demonstrates via a proof-of-concept what might be
possible for non-orthogonal access' to explore opportunities for new generation of transmission
strategies and communication protocols; particularly, the emphasis on the low SIR regime is in line
with motivations in lower-power device operations.

Considerations arising from Demonstration via Computational Simulations. All our exper-
iments are done via computational simulation and thus, we did not operate in RF bands that we
do not have rights to access. Our synthetic simulations may differ from practice where unmodeled
physical phenomenon may occur, thus necessitating natural extensions of our work to deal with such
impediments.

B Additional Characterizations of -RGS

We now “dissect” (14) in §4, and focus on a single term,
Ls( ) = Etz [logps, (se( )], (B.1)

'That is, neighboring communicating devices that operate of the same, shared physical resources (e.g., time
and frequency).




where we recall the de nition of the Gaussian smoothing model from §3.2,
_ p——
s ()= P L+ 1 tZs; Zs N (0;lq): (B.2)

As detailed in §3.2.1, when estimating a discrete sogrce=  + "sfor" N (0; 21); <! 0,

is a continuous surrogate of the discrete estimataseful for optimization via gradient descent.

The above loss only depends on the prior of the source, and is in particular independent of the data.
Therefore, this term serves (and can be viewed) as a regularizer in our inference optimization problem.
Although analysis ofB.1) is (strictly speaking) not useful in order to make statements about (14), it

is nevertheless informative and insightful to show that the local extrerfB. df approach the modes

of the underlying source distributid?y, by solving for the stationary points,

Eiz [r logps( ¢ + 1Z5)]=0 (B.3)

where we have used Leibniz rule for differentiation under the integral and where we have de ned the
shorthand notation, D p

t=" ¢ and =1 i (B.4)
Through our examples we will demonstrate the mode-approaching nature of the solufi®rs to
thus establishing another interpretation of the asymptotic behavior of our method—two loss terms
whose stationary points are modes of the corresponding source distributions which work together
in unison to satisfy the constraints imposed by the observed mixture. We thereby end up, with high
probability, in the correct mass-points of the underlying distributions.

B.1 Multivariate Normal Sources

We rst start with the analysis of a multivariate normal source and show that trexti@mode is
obtained as the local extremum of (B.1).

Proposition 1. Lets2 RY be a multivariate normal source with mean and covariance matrix s.
For the Gaussian smoothing model(i.2), the score at timestepis
s 100Ps (St(8) = &b st iz o (B.5)
&« = t s and s = 2 o+ 2

Then, the minimizer =arg min Lg( )isequalto ,i.e., the mode of the source distribution.

Sy

Proof. Sinces is a continuous source, we perform optimization over a continuous space with respect
to 2 RY.2 Notice that,

rologps(t + tZs)= r (s y logps (st () (B.6a)
=t S[l t T tZs st (B.6b)
Substituting (B.6b) in (B.3), we see that the minimizer must satisfy
Et & ¢ s =0; (B.7)
where we have used the fact thzgtis a zero mean Gaussian realization. Thus, the minimizer is
I
Xt A S
= t s s s, X (BS)
t=1 t=1

)J 1 )@— 1
= t s t s s s (B_9)
t=1 t=1
where we have used (1) to substitutg = .. O

Thus, we have established that the local extremum ofBhE) corresponds to the mode in the
multivariate Gaussian case.

2In this continuous setting, a surrogate distribution is not needed and in (B.2)



B.2 Tweedie's Formula and Digital RF Sources

We next analyz€B.1) in the context of RF source separation by studying sources de ned by a digital
constellation with symbols from the nite sé&t. Before proceeding, we rst state Tweedie's formula
[1], a tool that will aid us in computing the scores of arbitrary distributions. For completeness of the
exposition, we prove it for the case of scalar random variables below.

Lemma 1. (Tweedie's formula) Le# be a random variable with an arbitrary distribution and let
z be a normal random variable with meanand variance ? independent of. The score of the
random variablex .= a+ z is

r o logp(x) = — + izEa,-X[ajx —a+z]: (B.10)

Proof. Sincex is a sum of two independent random variable, it follows a convolution distribution
given by,

Px(X) = (Pa Pz )(X): (B.11)
Therefore,
logs P )00 = oo (Pa T xPe () (B.12)
a Z Z
_ 1
= mz Pa(t)r x pz (x t)dt (B.13)
-t G X*D g B.14
Ty ), Pa(t)pz (X 1) > (B.14)
=+ iz tgjar 2 (tjx)dt (B.15)
= 72)( + %E[ajx =a+z] (B.16)
where (B.14) follows from,
e D= opx pt %Y. (©.47)
O]

Proposition 2. Letsbe a scalar random variable representing a symbol drawn uniformly from the
nite constellation seA  C. For the Gaussian smoothing model(B.2) where, at timestep

$t(s)= S+ tz;
the score is |
1 X '
M (sies) 10gps (8t (8)= - s (s)+ a ((as(s) (B.18)
t a2A
where,
expf jsi(s) 1aj? g
t(@s(s) = P : (B.19)

is:(5) a2 "
aza ©XPf "

Proof. We will use Lemma 1 to compute the score, for which the only quantity we need to compute
is the conditional expectation. Let:= s. Sincesis discretePy is also a uniform distribution over



the symbol sef\; .= f (aja2 Ag. By Bayes'rule,
P[+ (zs= xjs’= (a]P[s’= 4]

P[L= ,aj+ =x]=PR - B.20
[ t8 tZs = X] aZAhP[SO+ tZSI: X]SOZ ta]P[Soz t4] ( )
Pzg=2*—12 L
= p o (B.21)
— X ta 1
aza P 25 = — A
expf X’y
= p i _ (B.22)
aa xpf Z—%g
= ((a;x): (B.23)
Therefore, from Lemma 1,
|
1 X '
M (ssy) 10gps (8t (8)= - s (s)+ a t(ast(s)
t a2A
O

As an illustrative example, consider a BPSK
source with modes at1 and+1. To solve
(B.3) for , we require the score of the BPSK
source at different non-zero levels of Gaussian
smoothing. Note that since the source is discrete,
the score is unde ned if no smoothing is applied.
Though this smoothened score can be computed
using(B.18), the stationary points dB.3) can-

not be computed in closed-form. Hence, in order
to study the behavior of the solutions, we simu-
late (B.1), as shown in Figure B.1. The colored
curves plot the loss for a single noise level, i.e.,

whenT = 1, while the black curve computesrigure B.1: SimulatingB.1) on a BPSK source.
the loss across multiple levels of smoothing, byhe |oss at individual timestamps is visualized in
computing an average over the single noise levgldition to the total loss. The minima are at the
curves. It is evident from these curves, th@hodes of the BPSK source distribution] and
while the minima might not lie at the modes ] . Larger noise levels allow for exploration be-

land+1 for the single noise level curves, bytween modes and smaller noise levels sharpen the
averaging across multiple noise levels, the s@pde-seeking behavior.

lution(s) to(B.3) approach the mode(s) of the

source distribution. As pointed out in 84, an

important caveat is that this behavior is only observed for a good choice of the noise level range.
Larger noise levels aid in moving between the modes and smaller noise levels help resolving the
solution. Only using larger noise levels, for example, can smoothen out the landscape to the point
that the modes are no longer discernible, thus resulting in erroneous estimates. We leverage the noise
levels from pre-trained diffusion models that have learned the statistical structure suf ciently well,
thus avoiding cumbersome tuning of the noise level range.

B.3 Gaussian Mixture Source Model

Finally, we consider a scalar Gaussian mixture model (GMM) that can often model arbitrary com-
plicated scalar distributions. We derive the score for a 2-component GMM and then generalize the
result to an arbitrarK -component GMM.

Proposition 3. Consider a two-component scalar Gaussian mixture source,
ps(8)= N(s; 1; D+ IN(s 2 5);  2(0;) (B.24)

3This only corresponds to choosing an appropriate lower bourid on 1+ and should not be confused with
tuning a noise schedule.



Under the Gaussian smoothing mode(B12),

@ 0IR ()= oy @) 0
HL )asE) oS (@2)
t 2 t
where
ca(si(s) = N(su(s); ¢ 15 & 2+ 2); (B.26)
c(5t(s) = N(su(s); ¢ 25 25+ B); (B.27)
Z(si(s) = cuse(s)+(1 ) C2(se(9)): (B.28)

Proof. We need to compute the score of the following distribution,

Ps (5t(S)) = P s+ (2( 1S+ tZs = 8t(S)); (B.29)

Our goal, to this end, is to leverage Lemma 1 to compute the score, thereby requiring an expression
for the conditional expectation {(B.16). Sinces andzs are independen(B.29)can be written as a
convolution between two distributions,

P (3(8) = (P Pz NS+ 2, = 5(9)); (B.30)
where
= s and z, = z: (B.31)
In order to compute the conditional expectation, we rst show that,
Posz jo(S+ 2 = 5(9)j8"= )pw(’= &)

_ 1 . 2 28{(5)4' 2 . 2 2 2
S ZEE OO S i
2 2 2 2 2 2
+1  )e(s(s)N a - 2512(32)+ e S (B.32)
t 2t { t 2t {
where
a(si(s) = N(s(s); ¢ 1 22+ B);
c(st(s) = N(si(s); ¢ 23 £ 5+ 2)
Z(se(s) = cau(st(sN+(1 ) c(e(9)):

We start by deriving the density functions for the random variables in (B.31). Since the convolution
between two Gaussians is a Gaussian,

po@= N(a ¢ 1; # H+@  IN(& ¢ 25 ? 3); (B.33)
p (W)= N(w;0; ?); (B.34)
from which it follows, for example through the identities derived in [2, Sec 1]), that
Po(s(s) = N(s(s) ¢ 1 &5+ H+@  IN(s(s) ¢ 25 &3+ ) (B35)
We conclude the derivation of the conditional distribution by using Bayes' rule,
Posz jo(S+ 2, = 5(9)j° = a)pe(s° = a)

Pory 9(S+ 2, = 5(3)jP= Ope(9= ) dad
(B.36)

Pyjosz (8= @+ 2, = () = R

whereby simplifying the terms in the numerator further, we have
Porz jo(S+ 2, = s(s)j£=a)=p, (z, ==(s) @)= N(as(s); {): (B.37)

Finally, by following the Gaussian product identities #) Sec 1], between the distribution (B.37)
and (B.33) we reach the result in (B.32).

t



Figure B.2:Left: A GMM source with two equiprobable modes at and 2. Two smaller modes
are present at2 and+4. Right: The minima of(B.1) lie (approximately) at the modes of the source
distribution (black curve). Colored curves correspond to (B.1) evaluatedTwitii .

Now we can compute the expectation as,

~

2 2s5(s

1 +
Bl 2, =s(9)= Zy Ca((6) T T
2 2 2
+1 )c(si(s) 23‘2(53: L2 (B.38)
t 2 t
Using Lemma 1 we can express the score as,
08B ()= g Cis(e) L0
t t
HL s )
t 2 t
O

We can generalize the score to an arbitddncomponent GMM by exploiting symmetries (B.25).
Proposition 4. Consider aK -component Gaussian mixture source,

X X
ps(s) = iN(s; i P i=1: (B.39)
i=1 i=1

Under the Gaussian smoothing model in §3.1 and using the shortharf@sdin
X

_ o t i S(s) .
I s (s) 109 Ps (5t(S)) = m ~ i Gi(st(s)) 73 7y z (B.40)
where
G(si(s) = N(su(s); « is & 2+ ) (B.41)
X
Z(st(s)) = i Gi(st(8)): (B.42)

i=1

Similar to the BPSK case, since a closed-form expression for the solut{@3pcannot be obtained,

we simulatgB.1) for a four-component GMM with two large equiprobable modes and two smaller
modes. As shown in the colored curves on the right in Figure B.2, we again notice similar behavior
where the modes are sharper at lower noise levels, with the sharpness decreasing at large noise levels.
Hence, gradient-based methods can leverage the randomly chosen larger noise levels to move between
modes and use the smaller noise levels to resolve the estimate. On average, the minima of the loss
approach the modes of the original GMM source, as shown by the black curve on the right in Figure
B.2.



C Datasets

In this section, we particularize the signal models introduced in §2.1 to RF signals. We rst consider
a single-carrier signal modulating, e.g., QPSK symbols, which can be expressed as,

*
s(t) = Cor 9t pTs): (C.1)

p=1

The second form corresponds to multi-carrier signals, such as OFDM signals, where multiple symbols
are modulated in parallel,

X K1
b(t) = Cp: expfj2t=L o (C.2)
p=1 =0

Both types of signals can be grouped in a single family of signals represented as,

X K1 . .
u(t) = Cor o(t  pTs; ) expfj2t=L g (C.3)
p=1 =0

We uses(t) to represent the signal of interest (SOI) anak the vector representation for a collection
of N consecutive samples thereof. Similarly, the interference is representét) loy b.

C.1 Terminology

Before we describe the construction of our datasets, we will provide some terminology that we use in
our description. This terminology is meant to supplement the details already provided in 85.1 in the
main paper.

Symbol constellation: A digital constellation describes the underlying scheme for mapping bits
to symbols. Typically used digital constellations (the mapping between bits and symbols) include
binary phase shift keying (BPSK) and quadrature phase shift keying (QPSK). Speci ¢ BPSK and
QPSK examples are depicted in Figure C.1.

Pulse/Symbol shaping function: This corresponds tg( ; ) in (C.3)and is meant to help limit the
bandwidth of the signal. Each symhm); is multiplied with a pulse shaping function with different
time offsets and a main lobe widify, helping smoothen the signal and remove high frequencies.
In this work, we will make use of the root-raised cosine (RRC) pulse shaping for our single-carrier
QPSK SOI. On the other had, OFDM signals do not use an explicit pulse shaping function (as shown
in (C.2)), i.e.,g(t; ) corresponds to a rectangular function in (C.3).

( e

(a) BPSK constellation. (b) QPSK constellation.(c) Effect of RRC ltering. (d) Effect of45 phase.

Figure C.1: Discrete constellations for a BPSK and QPSK signal. Application of the RRC lterin
the time domain leads to interpolation between constellation point as shown in (c). Phase offsets in
the waveform domain can be corrected by looking at the rotated constellation as in (d).

Total number of subcarriers: This corresponds th in (C.3)and speci cally to OFDM signals
of the form in(C.2). The subcarriers are complex exponentials of the fexpfj2 =L g;" 2
fO;:::;L 1gwith spacing? =L in the (angular) frequency domain, and are orthogonal to each



other. Note that the weighted summation with complex exponentials can be interpreted as computing
theinverse discrete Fourier transforfhDFT) of the pulse-shaped symbols, for which the inverse
fast Fourier transform (IFFT) is used during implementation. Thus, in an interference-free setting,
decoding the symbols frot(t) can be performed by computing the FFTI{f).

Starting point:  When decoding an RF waveform to extract the underlying symbols, we need
them to betime-synchronizetb a speci ed frame of reference known as the starting pointf
synchronized correctly, this indicates the number of time samples to stream in before bit decoding
can begin. If unsynchronized, this corresponds to a shift in time that results in “non-natural” looking
decoded constellations at all other time shifts except for the correct time-shifere, decoding

of u(t) can be performed either via an FFT for OFDM, or sampling after matched lItering for a
single-carrier signal.

C.2 Synthetic and Over-the-air RF Datasets

Below we describe the details relating to the RF signals used in our single-channel source separation
(SCSS) experiments. To simulate representative types of RF signals, we generated single-carrier
QPSK signals with RRC pulse shaping and OFDM signals using the NVIDIA Sionna lit8ary [

We also used over-the-air recordings corresponding to “CommSignal2” from the dataset in the RF
challenge. We do not have explicit knowledge on CommSignal2 source model as it is not provided in
the challenge. Hence, we are unable to explicitly describe the pulse shaping function of such a signal
type—Ileaving learning of such properties to our data-driven diffusion models instead.

RRC-QPSK. We use QPSK signals with root raised cosine (RRC) pulse shagi8ef 11.3] as

the SOI across all our experiments. These signals are used in a variety of different protocols ranging
from low-power radios to cellular signals and even for satellite communication. For our experiments,
we generated a dataset of 100,000 RRC-QPSK waveforms with the following parameters:

* Modulation scheme QPSK (2 bits per symbol)
 Pulse shaping function RRC, roll-off factor 0.5, spanning 8 symbols

Default starting point: ¢ =8
QPSK-speci c details
Oversampling rate: 16 [samples/symbol], using zero-padding between symbols.

OFDM (QPSK/BPSK). For the OFDM signals (speci cally, cyclic pre x OFDM), we generated
waveforms with the following parameters (so as to simulate an 802.11n WiFi waveform):

* Modulation scheme Either QPSK (2 bits per symbol) or BPSK (1 bit per symbol)

 Total number of subcarriers (FFT size) 64

» Symbol shaping None as per (C.2) or rectangular window as per (C.3)

» Other notes Random time offset and random phase rotation for each time series realization
» OFDM-speci ¢ details:

Number of non-zero subcarriers 56 (null at DC subcarrier (= 0))

Length of cyclic pre x : 16 (25% of FFT size)

Number of non-zero symbols 56 symbols per 80 samples (1792 symbols in a 2,560
window)

Symbol length 80 (64 subcarriers + cyclic pre x of length 16)

In our experiments, we choose to use OFDM signals as one class of interference signals. This means
that, given a new realization, we assume that the starting point of a new OFDM symbo})ii&.,
unknown Further, we assume no access to knowledge about the parameters outlined above, such as
the number of subcarriers, the FFT size and the length of cyclic pre x. Hence, we seek a data-driven
approach where characteristics of this signal should be learned through data.



Table 1: Hyperparameters used for training our diffusion models.
QPSK OFDM (BPSK) OFDM (QPSK) CommsSignal2

Number of residual block€R) 30 30 30 30
Dilation cycle length i) 10 10 10 10
Residual channel€X) 64 128 256 128
Random shift + phase rotation 7 X X X
Batch size 128 128 64 128
Learning rate 5e 4 5e 4 5e 4 le 4
Early stopping iteration 360,000 220000 340000 90000

CommSignal2. CommsSignal2 is a dataset comprising over-the-air recordings of type of communi-
cation waveforms, provided irb]. This dataset contairk50frames each of length3; 560samples.

For purposes of this work, we use the rE0frames in creating our training set for training the
diffusion model, and we extract windows of relevant leng2B60 samples) from it, to create a
dataset of size 160, 000samples. The lagi0frames are reserved for creating our test set. Similar
to the OFDM case, we also perform random time offsets and phase rofdtoresich time series
realization.

D Diffusion Models for RF Signals

We train diffusion models to learn the statistical structure inherent to digital RF signals. As detailed
in Appendix C, these signals exhibit both continuous and discrete properties. To this end, we adopt an
architecture based on an open-sourced implementaticthe DiffWave ] diffusion model, initially
developed for speech synthesis.

Broadly speaking, as shown i6,[Figure 2, Appendix C], DiffWave employR residual blocks with

The dilated convolutions assist in the learning of long range temporal and periodic structures. The
dilations rst start small and successively get larger, such that the dilation at bisogiven by

2 modm \wherem is the dilation cycle length. For example, if the dilation periodicitynis= 10, then

in blocki = 9 the dilation is512and in block10the dilation is reset td. This allows the network to

ef ciently tradeoff between learning local and global temporal structures. All residual blocks use the
same number of channelS,

Modi cations. Several changes have been made in order to facilitate training with RF signals.
First, since we are dealing with complex-valued continuous waveforms, we train on two channel
signals where the real and imaginary components of the RF signals are concatenated in the channel
dimension. Second, while the open-sourced implementation usedass for training, we train

with an MSE (squared;) loss to match the training objective ii][ We monitor the validation MSE

loss, and once the loss stops decreasing substantially, we choose to stop training early. Lastly, we had
to increase the channel dimensiorto learn more complicated RF signals, e.g., OFDM (QPSK).

We train all our models on 2 NVIDIA 3090 GPUs. Additionally, during data loading, we perform
random time shifts and phase rotations on the OFDM (BPSK), OFDM (QPSK) and CommSignal2
signals. Physically, these simulate transmission impairments in RF systems. The hyperparameters
that we use for training each model are shown in Table 1.

Metrics. In the image domain, metrics such as the Fréchet Inception Distance @fI& be used

to assess the quality of generative models. However, such perceptual metrics are less relevant to the
digital communications domain. In the RF domain, the delity is measured by the ability to extract
the underlying transmitted bits. Hence, in the context of our synthetic datasets, we probe generated
samples and compare the estimated received symbols with the underlying constellation. However, for
real world signals such as CommSignal2, for which we do not know the system parameters, we have
no other means to assess the delity apart from looking at time-domain structure. This is another

“Namely, multiplication of the signal with a complex exponential with a random (imaginary) exponent.
Shttps://github.com/Imnt-com/diffwave

10



Figure D.1:Left: A ground truth RRC-QPSK time-domain waveforRight: A sample generated
by our trained RRC-QPSK diffusion model. Evidently, the generated waveform resembles the true
one.

motivation for studying RF source separation, as it provides us with a framework to assess the quality
of the learned statistical priors.

D.1 RRC-QPSK

We train a diffusion model on the RRC-QPSK dataset (see Appendix C.2). While a QPSK signal has
four distinct constellation points, application of the RRC Iter results in interpolation between points
as shown in Figure C.1c. Figure D.1 shows an example of a ground truth RRC-QPSK waveform on
the left. On the right we show a RRC-QPSK sample generated by our diffusion model. While it is
hard to judge whether it has learned the underlying discrete structure, visually, the waveform seems
to have characteristics similar to the ground truth.

Figure D.2: Two samples generated from the diffusion model trained on RRC-QPSK samples. Within
each box, the image on the left is underlying constellation of the realization generated by the diffusion
model. Notice that the RRC ltering results in interpolation between the QPSK constellation points.
After applying MF, the effects of pulse shaping are reversed and the original QPSK constellation is
recovered.

In Figure D.2, we show that by probing generated samples for the underlying (interpolated) symbols,
we do indeed recover the constellation for an RRC-QPSK signal. Note that we can do such probing
since we know the parameters and signal generation model for an RRC-QPSK signal. Furthermore,
by performing MF and removing the effects of pulse shaping we are able to recover the original
QPSK constellation, thus demonstrating that the diffusion model has indeed successfully learned the
discrete constellation along with the pulse shaping function from data samples.

D.2 OFDM (BPSK and QPSK)

We train two OFDM diffusion models, on the OFDM (BPSK) and the OFDM (QPSK) dataset
respectively (see Appendix C.2). Figure D.3, shows an example of an OFDM (BPSK) signal from our
dataset. On the left we plot the real and imaginary components of the waveform. These components
visually look like Gaussian noise and it is not evident that there is actually inherent structure to
these signals. As mentioned in Appendix C.2, the OFDM signals can be demodulated using oracle
knowledge about the FFT size and the cyclic pre x. Additionally, since the signal undergoes a
random time shift and phase rotation, the underlying (rotated) BPSK constellation will only be visible

11



Figure D.3:Left: A complex-valued OFDM (BPSK) source augmented with a time shift of 8 samples
and with a random phase rotation plotted in the time domain. In the time domain, the discrete
structure is not discernible and the time-domain waveforms visually look like Gaussian Rigjké.
Extracting the underlying (rotated) symbols from the waveform on the left by demodulating the
OFDM signal using oracle knowledge about the FFT size, cyclic pre x, and time shift.

Figure D.4:Top: Probing six generated samples from the OFDM (BPSK) diffusion model recovers
the underlying BPSK constellation after time synchronizati@wmttom: Probing six generated
samples from the OFDM (QPSK) diffusion model recovers the underlying BPSK constellation after
time synchronization.

when the time shift has been compensated for, i.e., the signal has been time-synchronized, as shown
on the right in Figure D.3.

The top row of Figure D.4 shows the recovered constellation for six generated OFDM (BPSK)
symbols and the bottom row shows the same for six generated OFDM (QPSK) signals. Note that
since there are some null symbols, i.e., unused subcarriers in the frequency domain, there is an
additional “constellation point” at the origin. In general the recovered constellations are clean, except
for a few symbols that lie slightly off the constellation. When converting back to bits the symbols are
mapped to the nearest constellation point.

D.3 CommSignal2

The CommsSignal2 dataset was recorded over-the-air and hence, unlike the synthetic datasets, we
cannot probe it without knowledge of the true system parameters and signal generation model, which
is not provided in §]. These complications serve as one of our motivations to develop data-driven
source separation models. In the real-world, CommSignal2 could interfere with an SOI such as a
QPSK signal for which the signal generation model is known. A learned prior for CommSignal2
could help mitigate such interference.

As shown in Figure D.5, we observe that the generated CommSignal2 waveforms generally display
similar global temporal structure to the ground truth waveforms. To further demonstrate that our

diffusion model has truly learned the statistical structure of the signal, we carry out source separation
experiments and demonstrate that leveraging this diffusion model outperforms conventional and
learning-based source separators.
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Figure D.5:Left: Ground truth CommSignal2 waveform from the datadeight: A generated
CommSignal2 waveform from the learned diffusion model.

Figure D.6: Block diagram of thmatched Itering demodulation pipeline used in our work. (First
symbol at ¢ = 8, symbol periodls = 16, as detailed in Appendix C

E Classical RF Interference Mitigation Techniques

E.1 Matched Filtering

Matched Itering (MF) is a signal processing technique commonly used in the demodulation of RF
waveforms. It exploits knowledge about the signal waveform to enhance the detection and recovery
of the transmitted symbols/bits, and is optimal in the maximum-SNR sense for signals contaminated
with additive Gaussian noise.

The basic principle involves lItering (or similarly viewed as correlating) the received sampled RF
waveform with a known reference waveform called the “matched Iter”. The goal is to maximize the
signal-to-interference-plus-noise ratio (SINR) at the Itered output, which consequently minimizes
the error probability in the subsequent symbol detection when the noise is Gaussian. In the following
segment, we develop the theory of the matched lter, with particular focus to our problem formulation.

Consider the baseband RRC-QPSK signal as described in Appendix C. Suppose, for the purposes
of this exposition, that we adopt a simple additive white Gaussian noise (AWGN) channel model,
thereby representing our received signal as
X
yi) = Coox(t pTs)+ w(t) (E.1)
p

X
O () G (t pTs)+ w(t); (E-2)
p

wherec, are the symbols from a QPSK constellation (see Figure C.1dgnotes the convolution
operator, () is the dirac delta fucnction, andl(t) N (0; Z,cy) is the additive noise in the
observed signal, statistically independent of ajjg. Of particular interest in this formulation is the
transmit pulse shaping functiag(t), where we chose to use the RRC function. (This is due its
favorable properties in practice; however, the optimal transmit Iter choices and waveform designs
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are outside the scope of this work, and we defer readers to related resources for more information on
this topic [4, 9].)

At the receiver, we seek a receiver Itay,(t), such that the Itered and sampled output

X
yie () = Prx(t){zgtL(t? ; G (t pTs)+ g(t) w(t) (E.3)
=g(t) 7
X
yinl=yr(nTs)=  cg((n pPTs)+ w( )gx(nTs )d (E4)
P | {z }

X =v[n]
= f”_&((_)} +  ag((n pTs)+ vin] (E.5)

=ysinl - P20 {z }

=yy[n]

would maximize the output SINR. In other words, we are looking to maximize

E jyslnli* _ b E joi® j90)i* o
Ely[nli?l  Elicnj?] peni9(PTs)i?+ Awon 1Gu(F)i%d

(whereG(f ) is the Fourier transform dfi(t)) via an appropriate choice gft)—and thereby,
o«(t). This can be done by nding an upper bound on the SINR that reaches equality for the
appropriate lter choices. Ultimately, one such choicegygt) = g,( t)—termed as thenatched

Iter —that leads to a maximized SINR. In the case of an RRC pulse shaping function (which is real
and symmetric), the matched lter is also the same RRC function.

SINR= (E.6)

In this work, we refer to matched Itering more broadly to also include the detector/decoding step,
as shown in Figure D.6. As part of the demodulation pipeline, the Itered output is sampled (as
in (E.5)), and then mapped to the closest symbol in a prede ned constellation (in the Euclidean
distance sense). Finally, we can map these complex-valued symbols back to their corresponding bits
to recover the underlying information. We use this as a standard demodulation/detection pipeline
for our RRC-QPSK SOl following the corresponding signal separation/interference mitigation step
(where applicable).

Demodulation with matched lItering is optimal for waveforms in the presence of additive Gaussian
noise. However, in our signal separation problem, we consider the presence of an additive interfer-
ence, which is not necessarily Gaussian. Thus, exploiting the non-Gaussian characteristics of the
interference would likely lead to enhanced decoding performance.

E.2 LMMSE Estimation

Recall that our observation model is

y=s+ b;
where we assumg andb are zero-mean and that they are statistically independent. The linear
minimum mean square error (LMMSE) estimator is the estim@torW | ymsegy, such that

W Lumse = argmin E ks W yk3 : (E.7)
w2cT T

In this case, the optimal linear transformation (in the sense of (E.7)) can be written as
W mmse = Csy Cyy' = Css (Css + 2Cip)

whereC gy, = E[sy"] corresponds to the cross-covariance betwsandy, Cy, Css, Cpp are the
auto-covariance of, s andb respectively. The second equality is obtained by statistical independence,
thereby(:sy = Css, ny = CSS + 2C bb-

In relevant literature, this may also be referred to as linear MMSE receil/@rSéc 8.3.3]. Note

that we aim to mitigate the effects of an additive interference channel. For the purposes of this
work, we use LMMSE as one of the baselines as a signal separation (interference mitigation) method.
Thereafter, we assess performance based on the squared error detwibetine ground trutts. To

obtain the underlying bits, we perform a standard matched Itering operation on the estinator
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To implement the LMMSE estimator described above, one simply requires the covai@pces s,

Cub- Under the problem formulation, one could potentially obtain the sample covariance, whose
precision scales with the number of samples used. In the case of the synthetic signals, we assume
oracle knowledge of the covariance when computing this baseline, so as to eliminate confounding
effects from poor estimation of these statistics. However, for CommSignal2, we assume that the
signal is zero-mean (validated with the empirical mean), and compute the autocorrelation matrix for
time windows of lengtt256Q across 10,000 sample realizations drawn randomly from the frames
provided in the dataset. The empirical covariance estimate that we used will be provided in the
accompanying code/data repository.

Note that in this problem, the interference also has random time offsets, which has to be accounted
for when computing or estimating the covariance of our interference signals. The wotls Ir?]
address the effects of such random time offsets in detail, and discuss the suboptimality of the above
LMMSE in such a setting. We acknowledge that without an additional time synchronization step, the
LMMSE estimator adopted herein may be modeling the interference as time series from a stationary
process.

We remark that the LMMSE estimator is optimal if the components were Gaussian. However, as
digital communication signals contain some underlying discreteness and undergo unknown time-
shifts, these signals are typically non-Gaussian (and often, even far from Gaussian). Hence, better
performance can generally be obtained through nonlinear methods.

F BASIS for RF Source Separation

We use the BASIS method §] as a learning-based benchmark for SCSS in our experiments. Similar

to our method, BASIS leverages pre-trained generative models as statistical priors and does not rely
on end-to-end (supervised) training with paired data. The manner in which these priors are used for
separation, however differs:

1. Soft constraint vs. hard constraint: In the context of our problem formulation, we are
interested in decomposing a mixtwe= s+ b into its constituent components. As
described in §83.1 our proposed method recovers the components by extending a MAP
estimation rule with a hard constraint given by,

b= arg max v(Siy);
25 sg.ty=s+ b Psy(SIY) (F1)

where the resulting estimate lofis B = (y B)= . The result of imposing this constraint
is a MAP objective that leverages two priors but only requires optimization with a single

Algorithm 2 BASIS Separation (original, as proposed in [13])

1: function sePARATIONY, ,N,f 2gl,, ©, EJO)). Specially tuned noise scheddle; g/,
2 fort 1,T do
3 o ¢, f,t) f)‘ v f(2) . Learning rate
4 fori O;N 1do
5 si b N (0;1)
6 b;o=r1_, ©t;r, Wit . Compute scores at noise level

_ )y _ P—
7 (st) (st) t f'is{}_t? t Y gt) E)) - t2+ 2t S

approx. score
P

8: % O =) oy O W=+ 27,
9: end for

10: end for T
1:  reunb= ;B= D
12: end function
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variable,

arg max ps,y(SJy) - _arg max pyjs(YIS)Ps(S) (F.2a)
s2S s.ty=s+ s2S s.ty=s+
= arg min IogPS(s) logpy ((y 9s)=): (F.2b)
s2S

In contrast, BASIS strives to estimate the underlying componensatnpling from the
posterior. In particular, they do not enforce a hard constraint during sampling and instead
assume a likelihood of the form

pPASS(yisib)= N y;s+ b; 21 ; (F.3)

which actually corresponds to an alternate mixture model with auxilliary neise
N (0; 2I) such that,

y=s+ b+ w: (F.4)
Thus, the estimatds®AS'S andB BAS'S are obtained by sampling from the posterior,
pEay (sibiy) = PaR® (visib) Ps(s)po(b): (F.5)

Notice that sampling from this posterior requires computimg separate estimatekie to
the soft constraint in (F.4).

2. Annealed Langevin dynamics vs. randomized levels of Gaussian smoothing:he
aforementioned BASIS estimates satigfz BBASIS+ BBASIS only when | Qinthe
soft constraint in(F.4) enforced via the likelihood term. As shown in Algorithm 2, the idea
behind BASIS is to leverage annealed Langevin dynamics sampling to sample from the
posterior by slowly decreasing the value ofowards zero byuning a specially chosen
noise scheduléWhile generally a separate noise schedule is required per prior, the authors
suggest sharing the same schedule across both priors. Apart from tuning the noise schedule,
the learning rate schedule is another hyperparameter that must also be tuned.

3. Optimization via sampling vs. optimization via gradient descent:Starting with initializa-
tions g°> and f)o) for the SOI and interference respectively, BASIS re nes the estimate

such that Q) approximates a sample drawn from the distribution of the smoothened source
ps . Langevin dynamics leverages the approximate scopg pfo update the estimate by
sampling from higher density region& similar update is performed for the interference.
The estimates are constrained to satisfy (F.4) through the Gaussian likelihood.

In constrast, as described in Algorithm 1 (see §3.2.2), we obtain an estif?atd the
unsmoothened SOI for each randomly drawn noise level. The hard constraint allows us

to readily get an estimate for the interferencéyas (V)= . As described in §3.2.2, we
then update the SOI estimate using gradient descent, with a rule guidé®by using
thegradients of the log densitiegith respect to (which is functionally equivalent to the
scaled scores). The ideal update gradient is,

i | h i
fL()= Eup | 1Sy s() *+ —Euz | uSy Bu(iy) : (F6)

We rst implement BASIS in its original form, with our best attempt at nding an appropriate

learning rate. As shown in Figure F.1, on QPSK (SOI) + OFDM (QPSK) mixture, this leads to

worse performance than matched Itering—likely due to poor matching of the observation model

in (F.4). Note that we are limited in the annealing schedule by the set of possible noise levels,

based on the training setup of our diffusion models. Thus, we use the diffusion model training

noise schedule discretized info= 50 timesteps (see 8§5.2) and additionally i&e= 100. We

seek to use the largest set of noise levels possible, consistent with approaches in most Langevin

sampling based works. We tuned the learning rate schedule to the best of our abilities and found that
=f( #)=(2e 8) 2= %, gave the best results. All curves use an analytical score model for the

SOl.

To make an even more conservative comparison (w.r.t. our proposed method), we replace the posterior
using(F.5), which corresponds to the formulation (R.4), with a hard constraint as in our setup.

This method, as further described in Algorithm 3, leads to better performance, even outperforming
LMMSE in some cases. We also experiment with= 400 (for a total of20; 000iterations), and

16



Figure F.1: Comparing BASIS and Modi ed BASIS against conventional RF source separation
methods. The vanilla BASIS algorithm performs worse than MF, while the Modi ed BASIS algorithm,
which is inspired by our usage of anposterior, is able to beat LMMSE. Still, our method outperforms
all baselines.

Algorithm 3 BASIS Separation, using (F.2b)

1: function SEPARATIONY, ,N,f 2gT,, @) . Specially tuned noise schedule; g/,

2: fort 1,T do

3: ) CD (2 . Learning rate

4: fori  O;N 1do

5: N (0;1)

6: bs;bo=r . :;t;r, y ® =:t . Compute scores at noise level
[

& © O (b= t)E‘Z Lt (o= t}"’ 2

from MAP objective
end for
9: end for
10 retunb= M; =y M =

11: end function

©

Algorithm 4 Modi ed BASIS Separation by introducing-posterior

1: function sepaRATIONY, ,N,f 2gT,, @) . Specially tuned noise schedule; g/,
2: fort 1,T do
3: O D (2 . Learning rate
4 fori  O;N 1do
5: N (1)
6: bs;p=r1r ., O;t;r, y ® =;t . Compute scores at noise level
P
7 T ) S Gl R
{z

from MAP objective with -posterior
end for
end for
10  retunb= M:B= y O =

11: end function

do not observe signi cant gains. Empirically we found this method to be typically stuck in local
optimum which is in line with our characterization earlier in §4.

Finally, we augment the BASIS algorithm with arposterior with = ! | as described in Algorithm

4. As shown in Figure F.1, the-posterior augmented method obtains better performance than vanilla
BASIS, but is generally unable to reach the performance of our method. We emphasize again that
in contrast to our method, the aforementioned BASIS-based methods follow a prescribed annealing
schedule, that can require cumbersome tuning for optimal performance. The implementations of
Algorithm 3 and Algorithm 4 both use a learning rate schedulg of f ( 2) =(2e 6) 2= ?
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G Complete Results

In this section we will provide the complete results of our study. We rst present another baseline
based on simulating the reverse diffusion proc@$a$ a denoiser, that complements the baselines
already described in 85.2.

Reverse Diffusion. Given a mixturey, we interpret the SOI as (scaled) additive noise on top of the
interferenceb. Since the reverse diffusion process can be interpreted as an iterative denoiser (see
§2.2), we run a small chain of reverse diffusion for 10 timesteps starting at a noise variance of 0.005
and ending with variance of 0.0001, which was chosen based on different trials. Similar ideas have
been used in prior works involving inverse problems for imadés15]. We note that it is generally
cumbersome to nd the optimal reverse diffusion noise range and it might in fact be dependent on the
speci ¢ mixture's SIR.

Extracting the underlying bits.  Our primary metric for assessing the quality of the estimated SOI

is through the BER between the estimated bits and the truly encoded bits. The estimate of the SOI
typically equals the true SOI with a very small amount of noise due to the continuous nature of the
optimization problem. Thus, we can expect the underlying constellation to contain some symbols
concentrated around, but not exactly at the constellation points. This can be modeled as the true SOI
corrupted with a small amount of Gaussian noise, for which MF is the optimal technique to decode
the bits by mapping the symbols to the closest constellation point (see Section E.1).

The analytical SOl score. We use an RRC-QPSK signal as the SOI across all our source separation
experiments. As detailed in Section B.2, the score for a smoothened QPSK source can be analytically
computed via Proposition 2, where it is more amenable to model and compute it in the symbol space
(i.e., asi.i.d. symbols). Nevertheless, for the problem of separating the SOI from an interference
source, we have to consider the components jointly in the time domain. Thus, we relate the time-
domain representation to the symbols sia H a, whereH represents the RRC Iter matrix and

a is a vector of symbols. To compute this analytical score, we smooth the symbols via a Gaussian
smoothing model at noise level corresponding to timestep

ss=He&a =H(a+ (zs): (G.1)
With this relation, we express the score of the smoothened source as,

r St IOg pSt (St) =H r & Iog p&t(at) " (GZ)

. X I
=H — & + a t (8 &) (G.3)

t a2A K |

1 X '
—~ s +H a  ajH's (G.4)

t a2A K

where represents element-wise product,is the softmax-like operator de ned ifB.19) that

is applied element-wise here, aRd’ is the pseudo-inverse &f . Note that(G.3)is obtained by
applying(B.18)to a vector of i.i.d. smoothened QPSK symbols. In our implementation, the estimate
of these smoothened symbaisis obtained by reversing the RRC lter usih)?, as in (G.4).

On the other hand, our RRC-QPSK diffusion model is trained directly on the time-domain waveform,

and can be used directly to separate the SOl waveform from the mixture without conversion to the
symbol domain. This once again sheds light on the practicality of using data-driven methods to
circumvent otherwise computationally challenging statistical modeling technical problems.

Results. Figures G.1 and G.2 show the complete source separation results for mixtures with OFDM
and CommsSignal2 as interference, respectively. Our model that uses an analytical SOI score for the
SOl and a diffusion-based score for the interference generally performs the best and outperforms
all baselines. Furthermore, we show that using a learned SOI score still outperforms all baselines in
terms of BER, despite the slight degradation. The trained SOI score models consistently outperform
all methods at high SIR in terms of BER since the SOI diffusion model was trained with RRC-QPSK
samples as opposed to the approximations made in (G.4) in implementing the analytical score.

18






	Broader Impact
	Regarding the Proposed aRGS Method
	Regarding Applications to RF Systems

	Additional Characterizations of a-RGS
	Multivariate Normal Sources
	Tweedie's Formula and Digital RF Sources
	Gaussian Mixture Source Model

	Datasets
	Terminology
	Synthetic and Over-the-air RF Datasets

	Diffusion Models for RF Signals
	RRC-QPSK
	OFDM (BPSK and QPSK)
	CommSignal2

	Classical RF Interference Mitigation Techniques
	Matched Filtering
	LMMSE Estimation

	BASIS for RF Source Separation
	Complete Results

